
Karta danych technicznych :

USTAWNIKI WIDEŁ
PŁYWAJACYCH DO DUZYCH

OBCIAZEN

Korzyści dla klienta

- Must-have attachment for MHTs.
- Designed for off-road use, suitable even for the worst working
conditions.
- Limited thickness for better residual capacity.
- Maximum component protection.
- Improved visibility for higher working speed.
- Option: side shift with cylinder placed on the right for even more
visibility (9t & 13t) / constant side shift (18t & 23t).
- Possibility to lock forks on demand (on 9t & 13t, not designed to
dump loads).

Charakterystyka techniczna

- High strength design for off-road applications.
- Bar type fork positioning.
- Eye forks.
- Patented sideshift system (9t & 13t).
- Cylinders inserted in holding parts to prevent buckling even under
extreme conditions.
- Fork spacing is measured on the outer edge of the forks.
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Pojemność CAT 2500 / 15T +
P

CAT 2500 / 16T +
P

CAT 2500 / 20T +
P

CAT 2500 / 22T +
P

CAT 2500 / 25T +
P

CAT 2500 / 12.5T
+ P

TFF + positionner
9t 2000mm

TFF + positionner
9t 2500mm

Pojemność (kg) 15000 16000 20000 22000 25000 12500 9000 9000

Waga i wymiary
Wysokość całkowita (mm) h17 1638 1610 1638 1638 1638 1610 1136 1136

Szerokość (mm) 2494 2494 2494 2494 2494 2494 2027 2527

Parametry robocze

Wyposażenie maszyny

Minimalny rozstaw wideł (mm) b5 1055 1055 1055 1055 1055 1055 600 1001

Maksymalny rozstaw wideł (mm) b5 2335 2335 2335 2335 2335 2335 1895 2395

Dostępne wymiary wideł
200 x 60 x 1200 939350 939355

200 x 80 x 1200 52727771

200 x 60 x 1500 939351 939356

200 x 85 x 1500 52727768

200 x 60 x 1800 939054 939216

200 x 80 x 1800 52727772

200 x 85 x 1800 52727769

250 x 100 x 1800 52727775

200 x 60 x 2000 53009730 53006760

200 x 85 x 2400 52727770

200 x 95 x 2400 52727773

250 x 100 x 2400 52727776

200 x 95 x 3000 52727774

250 x 100 x 3000 52727777

                 

Kompatybilność maszyn CAT 2500 / 15T +
P

CAT 2500 / 16T +
P

CAT 2500 / 20T +
P

CAT 2500 / 22T +
P

CAT 2500 / 25T +
P

CAT 2500 / 12.5T
+ P

TFF + positionner
9t 2000mm

TFF + positionner
9t 2500mm

MHT 790 ST5 - - - - - - X X

MHT-X 790 ST3A - - - - - - X X

MHT 790 ST5 - - - - - - X -

MHT 10135 ST5 - X - - - X - -

MHT 10160 ST5 - X - - - X - -

MHT 10200 ST5 X - X - - - - -

MHT 11250 ST5 - - - X X - - -

MHT-X 790 Mining - - - - - - X -

MHT-X 790 ST3A - - - - - - X -

MHT-X 10135 ST3A - X - - - X - -

MHT-X 10160 ST3A - X - - - X - -

MHT-X 10200 ST3A X - X - - - - -

MHT-X 11250 ST3A - - - X X - - -

MHT 790 - - - - - - X -

MHT-X 790 - - - - - - X -

TABELA SYMBOLI

Nie jest wymagana predyspozycja Przewód hydrauliczny Powrót oleju hydraulicznego do
zbiornika

Predyspozycja elektryczna Predyspozycja platformy Predyspozycja zacisków opon,
zacisków cylindrów
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Siedziba główna
B.P. 249 - 430 rue de l’Aubinière
44150 Ancenis Cedex - France

Tel: +33 (0)2 40 09 10 11 - Fax: +33 (0)2 40 09 10 97
www.manitou.com

Niniejsza publikacja opisuje wersje i możliwości konfiguracji produktów Manitou, które mogą różnić się wyposażeniem.
Wyposażenie przedstawione w niniejszej broszurze może być standardowe, opcjonalne lub niedostępne w zależności od
wersji. Manitou zastrzega sobie prawo do zmiany opisanych i przedstawionych specyfikacji w dowolnym momencie bez
uprzedzenia. Przedstawione specyfikacje nie są wiążące dla producenta. Aby uzyskać więcej szczegółów, należy
skontaktować się z dealerem Manitou. Dokument niebędący umową. Prezentacja i wizualizacje produktów nie są umowne.
Loga i identyfikacja wizualna firmy są własnością Manitou i nie mogą być wykorzystywane bez zgody. Wszelkie prawa
zastrzeżone. Zdjęcia i schematy zawarte w niniejszej broszurze służą wyłącznie celom poglądowym.
Manitou BF SA - Spółka akcyjna z Radą Dyrektorów - Kapitał zakładowy: 39 668 399 euro - 857 802 508 RCS Nantes
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