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Technical sheet :

FLOATING FORK CARRIAGE

Technical characteristics Customer benefits

o Standard-fit load backrest. o Optimal balance and load stability when operating on uneven or
« Integrated fork leveling functionality. sloping terrain.

« Fork travel locking system available as an option. o Operator and machine protection thanks to the standard backrest

. o ] that secures materials in place.
o Note: road circulation kit mandatory in Italy. Contact your dealer. . ) ) . .
o Smooth, effortless handling with automatic leveling for precise

o Note: road circulation kit mandatory in Germany on MRT fork insertion under pallets.

Vision/Vision+. Contact your dealer. . . . . .
o Total adaptability to your working environment with the optional

[The 3D picture at the top of this page is the reference CAF 1030/6 fork travel locking system.
T-52658467].

\MANITOY| ATTACHMENTS



FLOATING FORK cARRIAGE Created on October 16, 2026 at 3:26 AM UTC

CAF 1030/4.5T CAF 1030/6T CAF 1030/6T CAF 1030/6T CAF 1030/7T CAF 1030/7T
F100X60X1200 F100X60X1200 F100X60X1500 F100X60X1800 F125X60X1200 F125X60X1800

- 52721040 52658467 52719487 52719488 52676010 52719446

Capacity (kg) 4500 6000 6000 6000 7000 7000

Overall weight (kg) 330 252 276 304 280 325

Height (mm) 1280 1430 1430 1430 1470 1470

Length (mm) 1483 1488 1788 2088 1488 2088

Fork length (mm) 1200 1200 1500 1800 1200 1800

Fork thickness (mm) 60 60 60 60 60 60

Fork width (mm) 100 100 100 100 125 125

Width (mm) 1127 1110 1110 1110 1130 1130

Hydraulic leveling No No No No No No

Forks included Yes Yes Yes Yes Yes Yes

Required machine equipment >< >< >< >< >< ><

Fork type PIN-Type PIN-Type PIN-Type PIN-Type PIN-Type PIN-Type

Floating fork locking N/A N/A N/A N/A N/A N/A

Load backrest Yes Yes Yes Yes Yes Yes

Positioner No No No No No No

Side shift No No No No No No

Side shift type N/A N/A N/A N/A N/A N/A

Min. forks spread (mm) b5 215 400 500 500 598 598

Max. forks spread (mm) b5 1030 1028 1028 1028 1028 1028

E-RECO Yes Yes Yes Yes Yes Yes

Connection system Manitou Manitou Manitou Manitou Manitou Manitou

MRT 1845 75 X - - - - -

MRT 1845 115 X

MRT 2145 115 X

MRT 2260 - X X X

MRT 2260 e - X X X

MRT 2545115 X

MRT 2570 - - - - X X

MRT 2660 - X X X

MRT 2660 e - X X X

MRT 3060 - X X X

MRT 3570 - - - - X X

MRT 3570 ES - - - - X X

MRT-X 1845 X

MRT-X 2145 X

MRT-X 2260 - X X X

MRT-X 2545 X

MRT-X 2570 - - - - X X

MRT-X 2660 - X X X

MRT-X 3060 - X X X

MRT-X 3570 - - - - X X

MRT-X 3570 ES - - - - X X
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CAF 1030/8T CAF 1300/7T CAF 1300/7T CAF 1300/7T CAF 1300/8000 LB CAF 1800/7T
F100x70x1200 B F125x60x1200 B F125x60x1500 B F125x60x1800 B F100x70x1200 F125X60X1200
- 52862297 52760590 52760630 52760640 52862300 52701150
Capacity (kg) 8000 7000 7000 7000 8000 7000
Overall weight (kg) 375 424 461 497 415 480
Height (mm) 1457 1470 1470 1470 1457 1470
Length (mm) 1596 1547 1847 2147 1596 1547
Fork length (mm) 1200 1200 1500 1800 1200 1200
Fork thickness (mm) 70 60 60 60 70 60
Fork width (mm) 100 125 125 125 100 125
Width (mm) 1136 1400 1400 1400 1400 1900
Hydraulic leveling No No No No No No
Forks included Yes Yes Yes Yes Yes Yes
Required machine equipment ag >< >< >< >< ><
Fork type PIN-Type PIN-Type PIN-Type PIN-Type PIN-Type PIN-Type
Floating fork locking N/A N/A N/A N/A N/A N/A
Load backrest Yes Yes Yes Yes Yes Yes
Positioner No No No No No No
Side shift No No No No No No
Side shift type N/A N/A N/A N/A N/A N/A
Min. forks spread (mm) b5 225 490 490 490 300 598
Max. forks spread (mm) b5 1028 1288 1288 1288 1288 1798
E-RECO Yes Yes Yes Yes Yes Yes
Connection system Manitou Manitou Manitou Manitou Manitou Manitou
MRT 2260 - X X X - X
MRT 2260 e X
MRT 2570 - X X X X
MRT 2660 - X X X X
MRT 2660 e X
MRT 3060 - X X X X
MRT 3570 - X X X X
MRT 3570 ES - X X X X
MRT 4080 - - - - X
MRT-X 2260 X X X X
MRT-X 2570 X X X X
MRT-X 2660 X X X X
MRT-X 3060 X X X X
MRT-X 3570 X X X X
MRT-X 3570 ES X X X X
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CAF 1800/7T CAF 1800/7T CAF 1800/8T CAF 1800/8T TFF 1030 + F125X50X1200
F125X60X1500 F125X60X1800 F100x70x1200 B F100x70x1800 B 45T

- 52719494 52719495 52862303 52862305 924857

Capacity (kg) 7000 7000 8000 8000 4500

Overall weight (kg) 515 574 479 545 340

Height (mm) 1067 1470 1457 1457 1280

Length (mm) 1847 2147 1596 2196 1473

Fork length (mm) 1500 1800 1200 1800 1200

Fork thickness (mm) 60 60 70 70 50

Fork width (mm) 125 125 100 100 125

Width (mm) 1900 1900 1883 1883 1127

Hydraulic leveling No No No No No

Forks included Yes Yes Yes Yes Yes

Required machine equipment >< >< g g Eg ><

Fork type PIN-Type PIN-Type PIN-Type PIN-Type PIN-Type

Floating fork locking N/A N/A N/A N/A N/A

Load backrest Yes Yes Yes Yes Yes

Positioner No No No No No

Side shift No No No No No

Side shift type N/A N/A N/A N/A N/A

Min. forks spread (mm) b5 598 598 558 558 265

Max. forks spread (mm) b5 1798 1798 1763 1763 1030

E-RECO Yes Yes Yes Yes Yes

Connection system Manitou Manitou Manitou Manitou Manitou

MRT 1845 75 - - - - X

MRT 1845 115 - - - - X

MRT 2145 115 - - - - X

MRT 2260 X X

MRT 2260 e X X

MRT 2545115 - - - - X

MRT 2570 X X

MRT 2660 X X

MRT 2660 e X X

MRT 3060 X X

MRT 3570 X X

MRT 3570 ES X X

MRT-X 1845 - - - - X

MRT-X 2145 - - - - X

MRT-X 2260 X X

MRT-X 2545 - - - - X

MRT-X 2570 X X

MRT-X 2660 X X

MRT-X 3060 X X

MRT-X 3570 X X

MRT-X 3570 ES X X

TABLE SYMBOL

>< No predisposition required E E Hydraulic line arb\_‘ Return piping to hydraulic oil tank
Q—t Electric predisposition Platform predisposition (E B;Zif;;rglili:zﬁylmder handler
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< MIANITOU

HANDLING YOUR WORLD

Head Office
B.P. 249 - 430 rue de I'Aubiniére
44150 Ancenis Cedex - France
Tel: +33 (0)2 40 09 10 11 - Fax: +33 (0)2 40 09 10 97
www.manitou.com

This publication provides a description of the configuration versions and options for Manitou products, which may
differ for equipment. The equipment presented in this brochure may be part of a series, as an option, or it may not be
available, depending on the versions. Manitou reserves the right, at any time and without notice, to amend the
specifications described and represented. The specifications provided do not bind the manufacturer. For more details,
please contact your Manitou agent. This is not a contractually binding document. The presentation of the products is
not contractually binding. List of specifications non-exhaustive. The logos as well as the visual identity of the company
are owned by Manitou and cannot be used without authorisation. All rights reserved. The photos and diagrams
contained in this brochure are only provided for consultation and information purposes.

MANITOU BF SA - Limited company with board of directors - Share capital: 39,668,399 euros - 857 802 508 RCS Nantes
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