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Technical sheet :

LIGHT MATERIAL BUCKET

Technical characteristics Customer benefits

o Corner fills and side stiffeners offering great protection. « High capacity for efficient loading and unloading of light material
¢ Rolled shell offering great versatility for dump and roll back bias.

e Boron 500 leading edge.

o Extra wear plates fitted to underneath of the bucket.
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BLM 2430/2000 BLM 2430/2500 P&C BLM 2430/3000
Reference number - 52000610 52000891 52000611
0

Heaped capacity 2000 2500 3000
Overall weight (kg) 543 460 653
Height (mm) 1190 - 1380
Length (mm) 1551 - 1824
Width (mm) 2430 2430 2430
Depth (mm) p5 1468 - 1733
Required machine equipment >< >< ><
Cutting edge No No No
E-RECO No No No
Connection system Manitou Pin and Cone Manitou

Machines compatibility

MLA-T 533145 V+ - ST5
MLT 635-130 PS+ (S1)
MLT 635-130 PS+ (S2)
MLT 635140 V+ (S1)
MLT 635-140 V+ (S2)
MLT 733-115

MLT 733-115 (S2)
MLT 733-115 LSU (S1)
MLT 737-130 PS+ (S1)
MLT 741-130 PS+ (S1)
MLT 741-140 V+ (S1)
MLT 841-145 PS+

MLT 850-145 V+

MLT 940-140 V+ (S1)
MLT 940-140 V+ (S2)
MLT-X 735 T LSU
MLT-X 741 T LSU
MLT-X 841 - 145 PS+
MLT-X 850-145 V+

X X X X X X X X X X X X

X X X X X<
X X X X X X X X X X X

TABLE SYMBOL

>< No predisposition required E g Hydraulic line %P\_I Return piping to hydraulic oil tank
Qt Electric predisposition Platform predisposition (E ;{;ﬁizzr;lilizr(,)rclyllnder handler
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This publication provides a description of the configuration versions and options for Manitou products, which may
differ for equipment. The equipment presented in this brochure may be part of a series, as an option, or it may not be
available, depending on the versions. Manitou reserves the right, at any time and without notice, to amend the
specifications described and represented. The specifications provided do not bind the manufacturer. For more details,
please contact your Manitou agent. This is not a contractually binding document. The presentation of the products is
not contractually binding. List of specifications non-exhaustive. The logos as well as the visual identity of the company
are owned by Manitou and cannot be used without authorisation. All rights reserved. The photos and diagrams
contained in this brochure are only provided for consultation and information purposes.
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