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Technical sheet :

SUGAR BEET BUCKET

Technical characteristics

Customer benefits

« Openwork structure made of @ 20 mm (0.8 in) steel bars.
o Bars spread 60 mm (2.4 in), perfect for sugar beets.
e Plain sides.

« Maximal density of the transported product: 700 kg/m? (44 Ib/ft3).

[The 3D picture at the top of this page is the reference BSB
2450/2500 - 757953].

o Engineered for the efficient handling of sugar beets and other root
crops, scooping them cleanly and separating the soil.

o Open spill guard for good visibility.
o Strong structure for extended lifespan.
o Not suitable for earthwork or stone handling.
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BSB 2450/2500
[eencenmber |
Heaped capacity (1) 2500
Overall weight (kg) 520
Height (mm) 1380
Length (mm) 1375
Width (mm) 2450
Depth (mm) p5 1280
Required machine equipment ><
Cutting edge No
E-RECO No
Connection system Manitou

Machines compatibility

MLT 635-130 PS+ (S1)
MLT 635-130 PS+ (S2)
MLT 635-140 V+ (S1)
MLT 635140 V+ (S2)
MLT 733-115 (S2)
MLT 737-130 PS+ (S1)
MLT 738-130 PS+ (S1)
MLT 741-130 PS+ (S1)
MLT 741-140 V+ (S1)
MLT 742-130 PS+ (S1)
MLT 742-140 V+ (S1)
MLT 841-145 PS+

MLT 940-140 V+ (S1)
MLT 940-140 V+ (S2)
MLT 1041-145 PS+L
MLTX 732

MLT-X 735 T LSU

MLT-X 738-130 PS# (S1)
MLT-X 841 - 145 PS+
MLT-X 1035 LT LSU
MLT-X 1041-145 PS+L

X X X X X X X X X X X X X X X X X X X >} X

TABLE SYMBOL

X
Qe

No predisposition required a E Hydraulic line %P\_I Return piping to hydraulic oil tank
Electric predisposition Platform predisposition (E B;zif;?lr;ili:r(,)ﬁylmder handler
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< MIANITOU

HANDLING YOUR WORLD

Head Office
B.P. 249 - 430 rue de I'Aubiniére
44150 Ancenis Cedex - France
Tel: +33 (0)2 40 09 10 11 - Fax: +33 (0)2 40 09 10 97
www.manitou.com

This publication provides a description of the configuration versions and options for Manitou products, which may
differ for equipment. The equipment presented in this brochure may be part of a series, as an option, or it may not be
available, depending on the versions. Manitou reserves the right, at any time and without notice, to amend the
specifications described and represented. The specifications provided do not bind the manufacturer. For more details,
please contact your Manitou agent. This is not a contractually binding document. The presentation of the products is
not contractually binding. List of specifications non-exhaustive. The logos as well as the visual identity of the company
are owned by Manitou and cannot be used without authorisation. All rights reserved. The photos and diagrams
contained in this brochure are only provided for consultation and information purposes.
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