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Technical sheet :

SIWEEPERCLEANER BUCKET

Technical characteristics Customer benefits
o Floating frame allows sweeper to float over uneven surfaces. « High output attachment for the most demanding applications.
e 9230 mm (9.1 in) side brush made from polyurethane and o Sweep and pick-up in one operation.

galvanized steel. o Upto 2500 m?/ 26910 ft2 cleaned in 10 minutes.

« Synchronisation valve: sweep and control the dirt bucket with 1

« High quality sweeping on uneven ground.
single hydraulic function. gh quattty ping g

« Interchangeable side brush (right or left) for perfect sweeping

o Pressure limiter. along wall and sidewalks.

e Brush g 600 mm (23.6 in).
e 4x$200 mm (7.9 in) heavy-duty wheels.
e Recommended option: continuous hydraulic flow.

\MANITOY| ATTACHMENTS



sSwWEEPER cLEANER BUckET Created on October 15, 2026 at 4:20 AM UTC

Reference numb

Struck capacity
Overall weight (kg)
Height (mm)
Length (mm)
Width (mm)

Required machine equipment

Side brush

Brush diameter (mm)

Angled path (mm)

Min. hydraulic requirements (I/min)
Max. hydraulic requirements (I/min)
Brush type

Water sprayer

E-RECO

Connection system

775
1083
2488
2000

LR

Yes
600
1600

90
Poly
No
No

Manitou

BRB 1600 BRB 2200 BRB 2500
er 790313 790315 790316
(0] 380 530 600

925 1000
1083 1083
2488 2488
2600 2900

5 & 5 &

Yes Yes

600 600
2200 2500

50 50
90 90

Poly Poly

No No

No No

Manitou Manitou

Machines compatibility

MLT 625-75 H

MLT 625 e

MLT 635-130 PS# (S1)
MLT 635-130 PS+ (S2)
MLT 635-140 V+ (S1)
MLT 635-140 V+ (S2)
MLT 737-130 PS+ (S1)
MLT 738-130 PS# (S1)
MLT 741-130 PS# (S1)
MLT 741-140 V+ (S1)
MLT 742-130 PS# (S1)
MLT 742-140 V+ (S1)
MLT 841-145 PS+
MLT 850-145 V+

MLT 940-140 V+ (S1)
MLT 940-140 V4 (S2)
MLT 961-160 V+ L
MLT-X 625-75 H
MLT-X 735 T LSU
MLT-X 738-130 PS+ (S1)
MLT-X 741 T LSU
MLT-X 841 - 145 PS+
MLT-X 850-145 V+
MLT-X 961-160 V+ L
MLT-X 1035 LT LSU
MT 625 H Comfort

TABLE SYMBOL

X
X

X X X X X X X X X X X > X X X

X X X X X X X

>< No predisposition required
Q—t Electric predisposition

i

Hydraulic line %& Return piping to hydraulic oil tank
. . Tyre handler, cylinder handler
Platform predisposition (E predisposition
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< MIANITOU

HANDLING YOUR WORLD

Head Office
B.P. 249 - 430 rue de I'Aubiniére
44150 Ancenis Cedex - France
Tel: +33 (0)2 40 09 10 11 - Fax: +33 (0)2 40 09 10 97
www.manitou.com

This publication provides a description of the configuration versions and options for Manitou products, which may
differ for equipment. The equipment presented in this brochure may be part of a series, as an option, or it may not be
available, depending on the versions. Manitou reserves the right, at any time and without notice, to amend the
specifications described and represented. The specifications provided do not bind the manufacturer. For more details,
please contact your Manitou agent. This is not a contractually binding document. The presentation of the products is
not contractually binding. List of specifications non-exhaustive. The logos as well as the visual identity of the company
are owned by Manitou and cannot be used without authorisation. All rights reserved. The photos and diagrams
contained in this brochure are only provided for consultation and information purposes.

MANITOU BF SA - Limited company with board of directors - Share capital: 39,668,399 euros - 857 802 508 RCS Nantes
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